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Technical passport  * Tehniskā pase * Технический паспорт 
 
 

Magnum MARINE 40/15  
 
Mineral based engine oil with a composition of high performance additives. Intended for 
the circulation lubrication systems of heavy duty and low speed cross-head and              
trunk-piston diesel engines, gear units, compressors and auxiliary equipment operated 
on ships.  
 
Minerƃlƃ motoru eƦƦa ar augstvertƛgo piedevu kompozƛciju. ParedzƉta izmantoġanai 
kuƓu cirkulƃcijas eƦƦoġanas sistƉmƃs forsƉto un  mazapgriezienu kreickopfu un tronku 
dƛzeƦdzinƉjos, reduktoros, kompresoros un palƛgiekƃrtƃs.  
 
ȲɎɓɋɖɆɑɢɓɔɋ ɒɔɘɔɖɓɔɋ ɒɆɗɑɔ ɗ ɐɔɒɕɔɍɎɜɎɋɏ ɈɡɗɔɐɔɣɚɚɋɐɘɎɈɓɡɛ ɕɖɎɗɆɊɔɐ. 
ȵɖɋɊɓɆɍɓɆɝɋɓɔ Ɋɑɥ ɜɎɖɐəɑɥɜɎɔɓɓɡɛ ɗɎɗɘɋɒ ɗɒɆɍɐɎ ɈɡɗɔɐɔɚɔɖɗɎɖɔɈɆɓɓɡɛ Ɏ 
ɒɆɑɔɔɇɔɖɔɘɓɡɛ ɐɖɋɏɜɐɔɕɚɓɡɛ Ɏ ɘɖɔɓɐɔɈɡɛ ɊɎɍɋɑɋɏ, ɖɋɊəɐɘɔɖɔɈ, ɐɔɒɕɖɋɗɗɔɖɔɈ Ɏ 
ɈɗɕɔɒɔɉɆɘɋɑɢɓɔɉɔ ɔɇɔɖəɊɔɈɆɓɎɥ ɗəɊɔɈ. 
����
Approvals * Atbilstƛbas * ȪɔɕəɗɐɎ 
SAE 40                                       
API CD���� ��

 
Packing * Iepakojums * ȹɕɆɐɔɈɐɆ :  200 L  
 
 Magnum MARINE is a product of the UNITED OILS LLC 

Magnum MARINE ir produkts no UNITED OILS SIA  
Magnum MARINE ɕɖɔɊəɐɘ ɐɔɒɕɆɓɎɎ UNITED OILS OOO 

 
 
e-mail: office@oils.lv                             phone +37167627447                                    fax +37167860144                  http://www.unitedoils.lv 

Typical Data * Tipiskie dati * 
ȸɎɕɔɈɡɋ ɊɆɓɓɡɋ 

Units * 
Vienƛbas *  
ȫɊɎɓɎɜɡ 

Method * Metode * 
ȲɋɘɔɊ 

Magnum MARINE 

Viscosity at 100ÁC * Viskozititƃte pie 
100ÁC * Ȩɥɍɐɔɗɘɢ ɕɖɎ 100ÁC 

 
mmĮ/s (cSt) 

 
ASTM D 445 

 
14,0 ï 16, 0 

Viscosity at 40ÁC * Viskozititƃte pie 
40ÁC * Ȩɥɍɐɔɗɘɢ ɕɖɎ 40ÁC 

 
mmĮ/s (cSt) 

 
ASTM D 445 

 
 

Viscosity index * Viskozitƃtes indekss 
* ȮɓɊɋɐɗ ɈɥɍɐɔɗɘɎ 

 
(VI) 

 
ASTM D 2270 

 
92 

Flash point COC * Uzliesmoġanas 
temperatƸra atv. tiglƛ * ȸɋɒɕɋɖɆɘəɖɆ 

ɈɗɕɡɞɐɎ Ɉ ɔɘɐɖɡɘɔɒ ɘɎɉɑɋ  

 
ÁC 

 
ASTM D 92 

 
215 

Pour point * Sasalġanas temperatƸra 
* ȸɋɒɕɋɖɆɘəɖɆ ɍɆɗɘɡɈɆɓɎɥ 

 
ÁC 

 
ASTM D 97 

 
-10 

Density at 15ÁC *Blƛvums pie 15ÁC * 
ȵɑɔɘɓɔɗɘɢ ɕɖɎ 15ÁC 

 
g/cmį 

 
ASTM D 4052 

 
0, 905 

Sulphated ash * Sulfƃta pelni * 
ȭɔɑɢɓɔɗɘɢ ɗəɑɢɚɆɘɓɆɥ 

 
% weight, 

max 

 
ASTM D 874 

 
1, 5 

Mass fraction of active elements*  
Aktƛvo elementu saturs* 

ȷɔɊɋɖɌɆɓɎɋ ɆɐɘɎɈɓɡɛ ɣɑɋɒɋɓɘɔɈ* 
 Ca/Zn/P 

 
    %, min 

 
ASTM D 6481 

 
0, 28/0, 045/0, 04 

 
T.B.N.  (Total Base Number)* Sƃrma 

skaitlis* ȿɋɑɔɝɓɔɋ ɝɎɗɑɔ 
 

 
mg KOH/g, 

min  

 
ASTM D 2896 

 
15, 0 



 
 
 
 
 
 

Technical passport  * Tehniskā pase * Технический паспорт 
 
 

Magnum MARINE 40/20  
 
Mineral based engine oil with a composition of high performance additives. Intended for 
the circulation lubrication systems of heavy duty and low speed cross-head and              
trunk-piston diesel engines, gear units, compressors and auxiliary equipment operated 
on ships.  
 
Minerƃlƃ motoru eƦƦa ar augstvertƛgo piedevu kompozƛciju. ParedzƉta izmantoġanai 
kuƓu cirkulƃcijas eƦƦoġanas sistƉmƃs forsƉto un  mazapgriezienu kreickopfu un tronku 
dƛzeƦdzinƉjos, reduktoros, kompresoros un palƛgiekƃrtƃs.  
 
ȲɎɓɋɖɆɑɢɓɔɋ ɒɔɘɔɖɓɔɋ ɒɆɗɑɔ ɗ ɐɔɒɕɔɍɎɜɎɋɏ ɈɡɗɔɐɔɣɚɚɋɐɘɎɈɓɡɛ ɕɖɎɗɆɊɔɐ. 
ȵɖɋɊɓɆɍɓɆɝɋɓɔ Ɋɑɥ ɜɎɖɐəɑɥɜɎɔɓɓɡɛ ɗɎɗɘɋɒ ɗɒɆɍɐɎ ɈɡɗɔɐɔɚɔɖɗɎɖɔɈɆɓɓɡɛ Ɏ 
ɒɆɑɔɔɇɔɖɔɘɓɡɛ ɐɖɋɏɜɐɔɕɚɓɡɛ Ɏ ɘɖɔɓɐɔɈɡɛ ɊɎɍɋɑɋɏ, ɖɋɊəɐɘɔɖɔɈ, ɐɔɒɕɖɋɗɗɔɖɔɈ Ɏ 
ɈɗɕɔɒɔɉɆɘɋɑɢɓɔɉɔ ɔɇɔɖəɊɔɈɆɓɎɥ ɗəɊɔɈ. 
����
Approvals * Atbilstƛbas * ȪɔɕəɗɐɎ 
SAE 40                                       
API CD���� ��

 
Packing * Iepakojums * ȹɕɆɐɔɈɐɆ :  200 L  
 
 Magnum MARINE is a product of the UNITED OILS LLC 

Magnum MARINE ir produkts no UNITED OILS SIA  
Magnum MARINE ɕɖɔɊəɐɘ ɐɔɒɕɆɓɎɎ UNITED OILS OOO 

 
 
e-mail: office@oils.lv                             phone +37167627447                                    fax +37167860144                  http://www.unitedoils.lv 

Typical Data * Tipiskie dati * 
ȸɎɕɔɈɡɋ ɊɆɓɓɡɋ 

Units * 
Vienƛbas *  
ȫɊɎɓɎɜɡ 

Method * Metode * 
ȲɋɘɔɊ 

Magnum MARINE 

Viscosity at 100ÁC * Viskozititƃte pie 
100ÁC * Ȩɥɍɐɔɗɘɢ ɕɖɎ 100ÁC 

 
mmĮ/s (cSt) 

 
ASTM D 445 

 
14,0 ï 16, 0 

Viscosity at 40ÁC * Viskozititƃte pie 
40ÁC * Ȩɥɍɐɔɗɘɢ ɕɖɎ 40ÁC 

 
mmĮ/s (cSt) 

 
ASTM D 445 

 
 

Viscosity index * Viskozitƃtes indekss 
* ȮɓɊɋɐɗ ɈɥɍɐɔɗɘɎ 

 
(VI) 

 
ASTM D 2270 

 
92 

Flash point COC * Uzliesmoġanas 
temperatƸra atv. tiglƛ * ȸɋɒɕɋɖɆɘəɖɆ 

ɈɗɕɡɞɐɎ Ɉ ɔɘɐɖɡɘɔɒ ɘɎɉɑɋ  

 
ÁC 

 
ASTM D 92 

 
215 

Pour point * Sasalġanas temperatƸra 
* ȸɋɒɕɋɖɆɘəɖɆ ɍɆɗɘɡɈɆɓɎɥ 

 
ÁC 

 
ASTM D 97 

 
-10 

Density at 15ÁC *Blƛvums pie 15ÁC * 
ȵɑɔɘɓɔɗɘɢ ɕɖɎ 15ÁC 

 
g/cmį 

 
ASTM D 4052 

 
0, 905 

Sulphated ash * Sulfƃta pelni * 
ȭɔɑɢɓɔɗɘɢ ɗəɑɢɚɆɘɓɆɥ 

 
% weight, 

max 

 
ASTM D 874 

 
1, 5 

Mass fraction of active elements*  
Aktƛvo elementu saturs* 

ȷɔɊɋɖɌɆɓɎɋ ɆɐɘɎɈɓɡɛ ɣɑɋɒɋɓɘɔɈ* 
 Ca/Zn/P 

 
    %, min 

 
ASTM D 6481 

 
0, 28/0, 045/0, 04 

 
T.B.N.  (Total Base Number)* Sƃrma 

skaitlis* ȿɋɑɔɝɓɔɋ ɝɎɗɑɔ 
 

 
mg KOH/g, 

min  

 
ASTM D 2896 

 
20, 0 



 
 
 
 
 
 

Technical passport  * Tehniskā pase * Технический паспорт 
 
 

Magnum MARINE 40/30  
 
Mineral based engine oil with a composition of high performance additives. Intended for 
the circulation lubrication systems of heavy duty and low speed cross-head and              
trunk-piston diesel engines, gear units, compressors and auxiliary equipment operated 
on ships.  
 
Minerƃlƃ motoru eƦƦa ar augstvertƛgo piedevu kompozƛciju. ParedzƉta izmantoġanai 
kuƓu cirkulƃcijas eƦƦoġanas sistƉmƃs forsƉto un  mazapgriezienu kreickopfu un tronku 
dƛzeƦdzinƉjos, reduktoros, kompresoros un palƛgiekƃrtƃs.  
 
ȲɎɓɋɖɆɑɢɓɔɋ ɒɔɘɔɖɓɔɋ ɒɆɗɑɔ ɗ ɐɔɒɕɔɍɎɜɎɋɏ ɈɡɗɔɐɔɣɚɚɋɐɘɎɈɓɡɛ ɕɖɎɗɆɊɔɐ. 
ȵɖɋɊɓɆɍɓɆɝɋɓɔ Ɋɑɥ ɜɎɖɐəɑɥɜɎɔɓɓɡɛ ɗɎɗɘɋɒ ɗɒɆɍɐɎ ɈɡɗɔɐɔɚɔɖɗɎɖɔɈɆɓɓɡɛ Ɏ 
ɒɆɑɔɔɇɔɖɔɘɓɡɛ ɐɖɋɏɜɐɔɕɚɓɡɛ Ɏ ɘɖɔɓɐɔɈɡɛ ɊɎɍɋɑɋɏ, ɖɋɊəɐɘɔɖɔɈ, ɐɔɒɕɖɋɗɗɔɖɔɈ Ɏ 
ɈɗɕɔɒɔɉɆɘɋɑɢɓɔɉɔ ɔɇɔɖəɊɔɈɆɓɎɥ ɗəɊɔɈ. 
����
Approvals * Atbilstƛbas * ȪɔɕəɗɐɎ 
SAE 40                                       
API CD���� ��

 
Packing * Iepakojums * ȹɕɆɐɔɈɐɆ :  200 L  
 
 Magnum MARINE is a product of the UNITED OILS LLC 

Magnum MARINE ir produkts no UNITED OILS SIA  
Magnum MARINE ɕɖɔɊəɐɘ ɐɔɒɕɆɓɎɎ UNITED OILS OOO 

 
 
e-mail: office@oils.lv                             phone +37167627447                                    fax +37167860144                  http://www.unitedoils.lv 

Typical Data * Tipiskie dati * 
ȸɎɕɔɈɡɋ ɊɆɓɓɡɋ 

Units * 
Vienƛbas *  
ȫɊɎɓɎɜɡ 

Method * Metode * 
ȲɋɘɔɊ 

Magnum MARINE 

Viscosity at 100ÁC * Viskozititƃte pie 
100ÁC * Ȩɥɍɐɔɗɘɢ ɕɖɎ 100ÁC 

 
mmĮ/s (cSt) 

 
ASTM D 445 

 
14,0 ï 16, 0 

Viscosity at 40ÁC * Viskozititƃte pie 
40ÁC * Ȩɥɍɐɔɗɘɢ ɕɖɎ 40ÁC 

 
mmĮ/s (cSt) 

 
ASTM D 445 

 
 

Viscosity index * Viskozitƃtes indekss 
* ȮɓɊɋɐɗ ɈɥɍɐɔɗɘɎ 

 
(VI) 

 
ASTM D 2270 

 
92 

Flash point COC * Uzliesmoġanas 
temperatƸra atv. tiglƛ * ȸɋɒɕɋɖɆɘəɖɆ 

ɈɗɕɡɞɐɎ Ɉ ɔɘɐɖɡɘɔɒ ɘɎɉɑɋ  

 
ÁC 

 
ASTM D 92 

 
215 

Pour point * Sasalġanas temperatƸra 
* ȸɋɒɕɋɖɆɘəɖɆ ɍɆɗɘɡɈɆɓɎɥ 

 
ÁC 

 
ASTM D 97 

 
-8 

Density at 15ÁC *Blƛvums pie 15ÁC * 
ȵɑɔɘɓɔɗɘɢ ɕɖɎ 15ÁC 

 
g/cmį 

 
ASTM D 4052 

 
0, 905 

Sulphated ash * Sulfƃta pelni * 
ȭɔɑɢɓɔɗɘɢ ɗəɑɢɚɆɘɓɆɥ 

 
% weight, 

max 

 
ASTM D 874 

 
1, 5 

Mass fraction of active elements*  
Aktƛvo elementu saturs* 

ȷɔɊɋɖɌɆɓɎɋ ɆɐɘɎɈɓɡɛ ɣɑɋɒɋɓɘɔɈ* 
 Ca/Zn/P 

 
    %, min 

 
ASTM D 6481 

 
0, 28/0, 045/0, 04 

 
T.B.N.  (Total Base Number)* Sƃrma 

skaitlis* ȿɋɑɔɝɓɔɋ ɝɎɗɑɔ 
 

 
mg KOH/g, 

min  

 
ASTM D 2896 

 
30, 0 



 
 
 
 
 
 

Technical passport  * Tehniskā pase * Технический паспорт 
 
 

Magnum MARINE 40/40  
 
Mineral based engine oil with a composition of high performance additives. Intended for 
the circulation lubrication systems of heavy duty and low speed cross-head and              
trunk-piston diesel engines, gear units, compressors and auxiliary equipment operated 
on ships.  
 
Minerƃlƃ motoru eƦƦa ar augstvertƛgo piedevu kompozƛciju. ParedzƉta izmantoġanai 
kuƓu cirkulƃcijas eƦƦoġanas sistƉmƃs forsƉto un  mazapgriezienu kreickopfu un tronku 
dƛzeƦdzinƉjos, reduktoros, kompresoros un palƛgiekƃrtƃs.  
 
ȲɎɓɋɖɆɑɢɓɔɋ ɒɔɘɔɖɓɔɋ ɒɆɗɑɔ ɗ ɐɔɒɕɔɍɎɜɎɋɏ ɈɡɗɔɐɔɣɚɚɋɐɘɎɈɓɡɛ ɕɖɎɗɆɊɔɐ. 
ȵɖɋɊɓɆɍɓɆɝɋɓɔ Ɋɑɥ ɜɎɖɐəɑɥɜɎɔɓɓɡɛ ɗɎɗɘɋɒ ɗɒɆɍɐɎ ɈɡɗɔɐɔɚɔɖɗɎɖɔɈɆɓɓɡɛ Ɏ 
ɒɆɑɔɔɇɔɖɔɘɓɡɛ ɐɖɋɏɜɐɔɕɚɓɡɛ Ɏ ɘɖɔɓɐɔɈɡɛ ɊɎɍɋɑɋɏ, ɖɋɊəɐɘɔɖɔɈ, ɐɔɒɕɖɋɗɗɔɖɔɈ Ɏ 
ɈɗɕɔɒɔɉɆɘɋɑɢɓɔɉɔ ɔɇɔɖəɊɔɈɆɓɎɥ ɗəɊɔɈ. 
����
Approvals * Atbilstƛbas * ȪɔɕəɗɐɎ 
SAE 40                                       
API CD���� ��

 
Packing * Iepakojums * ȹɕɆɐɔɈɐɆ :  200 L  
 
 Magnum MARINE is a product of the UNITED OILS LLC 

Magnum MARINE ir produkts no UNITED OILS SIA  
Magnum MARINE ɕɖɔɊəɐɘ ɐɔɒɕɆɓɎɎ UNITED OILS OOO 

 
 
e-mail: office@oils.lv                             phone +37167627447                                    fax +37167860144                  http://www.unitedoils.lv 

Typical Data * Tipiskie dati * 
ȸɎɕɔɈɡɋ ɊɆɓɓɡɋ 

Units * 
Vienƛbas *  
ȫɊɎɓɎɜɡ 

Method * Metode * 
ȲɋɘɔɊ 

Magnum MARINE 

Viscosity at 100ÁC * Viskozititƃte pie 
100ÁC * Ȩɥɍɐɔɗɘɢ ɕɖɎ 100ÁC 

 
mmĮ/s (cSt) 

 
ASTM D 445 

 
14,0 ï 16, 0 

Viscosity at 40ÁC * Viskozititƃte pie 
40ÁC * Ȩɥɍɐɔɗɘɢ ɕɖɎ 40ÁC 

 
mmĮ/s (cSt) 

 
ASTM D 445 

 
 

Viscosity index * Viskozitƃtes indekss 
* ȮɓɊɋɐɗ ɈɥɍɐɔɗɘɎ 

 
(VI) 

 
ASTM D 2270 

 
92 

Flash point COC * Uzliesmoġanas 
temperatƸra atv. tiglƛ * ȸɋɒɕɋɖɆɘəɖɆ 

ɈɗɕɡɞɐɎ Ɉ ɔɘɐɖɡɘɔɒ ɘɎɉɑɋ  

 
ÁC 

 
ASTM D 92 

 
215 

Pour point * Sasalġanas temperatƸra 
* ȸɋɒɕɋɖɆɘəɖɆ ɍɆɗɘɡɈɆɓɎɥ 

 
ÁC 

 
ASTM D 97 

 
-8 

Density at 15ÁC *Blƛvums pie 15ÁC * 
ȵɑɔɘɓɔɗɘɢ ɕɖɎ 15ÁC 

 
g/cmį 

 
ASTM D 4052 

 
0, 905 

Sulphated ash * Sulfƃta pelni * 
ȭɔɑɢɓɔɗɘɢ ɗəɑɢɚɆɘɓɆɥ 

 
% weight, 

max 

 
ASTM D 874 

 
1, 5 

Mass fraction of active elements*  
Aktƛvo elementu saturs* 

ȷɔɊɋɖɌɆɓɎɋ ɆɐɘɎɈɓɡɛ ɣɑɋɒɋɓɘɔɈ* 
 Ca/Zn/P 

 
    %, min 

 
ASTM D 6481 

 
0, 28/0, 045/0, 04 

 
T.B.N.  (Total Base Number)* Sƃrma 

skaitlis* ȿɋɑɔɝɓɔɋ ɝɎɗɑɔ 
 

 
mg KOH/g, 

min  

 
ASTM D 2896 

 
40, 0 



 
 
 
 
 
 

Technical passport  * Tehniskā pase * Технический паспорт 
 
 

Magnum MARINE 40/50  
 
Mineral based engine oil with a composition of high performance additives. Intended for 
the circulation lubrication systems of heavy duty and low speed cross-head and              
trunk-piston diesel engines, gear units, compressors and auxiliary equipment operated 
on ships.  
 
Minerƃlƃ motoru eƦƦa ar augstvertƛgo piedevu kompozƛciju. ParedzƉta izmantoġanai 
kuƓu cirkulƃcijas eƦƦoġanas sistƉmƃs forsƉto un  mazapgriezienu kreickopfu un tronku 
dƛzeƦdzinƉjos, reduktoros, kompresoros un palƛgiekƃrtƃs.  
 
ȲɎɓɋɖɆɑɢɓɔɋ ɒɔɘɔɖɓɔɋ ɒɆɗɑɔ ɗ ɐɔɒɕɔɍɎɜɎɋɏ ɈɡɗɔɐɔɣɚɚɋɐɘɎɈɓɡɛ ɕɖɎɗɆɊɔɐ. 
ȵɖɋɊɓɆɍɓɆɝɋɓɔ Ɋɑɥ ɜɎɖɐəɑɥɜɎɔɓɓɡɛ ɗɎɗɘɋɒ ɗɒɆɍɐɎ ɈɡɗɔɐɔɚɔɖɗɎɖɔɈɆɓɓɡɛ Ɏ 
ɒɆɑɔɔɇɔɖɔɘɓɡɛ ɐɖɋɏɜɐɔɕɚɓɡɛ Ɏ ɘɖɔɓɐɔɈɡɛ ɊɎɍɋɑɋɏ, ɖɋɊəɐɘɔɖɔɈ, ɐɔɒɕɖɋɗɗɔɖɔɈ Ɏ 
ɈɗɕɔɒɔɉɆɘɋɑɢɓɔɉɔ ɔɇɔɖəɊɔɈɆɓɎɥ ɗəɊɔɈ. 
����
Approvals * Atbilstƛbas * ȪɔɕəɗɐɎ 
SAE 40                                       
API CD���� ��

 
Packing * Iepakojums * ȹɕɆɐɔɈɐɆ :  200 L  
 
 Magnum MARINE is a product of the UNITED OILS LLC 

Magnum MARINE ir produkts no UNITED OILS SIA  
Magnum MARINE ɕɖɔɊəɐɘ ɐɔɒɕɆɓɎɎ UNITED OILS OOO 

 
 
e-mail: office@oils.lv                             phone +37167627447                                    fax +37167860144                  http://www.unitedoils.lv 

Typical Data * Tipiskie dati * 
ȸɎɕɔɈɡɋ ɊɆɓɓɡɋ 

Units * 
Vienƛbas *  
ȫɊɎɓɎɜɡ 

Method * Metode * 
ȲɋɘɔɊ 

Magnum MARINE 

Viscosity at 100ÁC * Viskozititƃte pie 
100ÁC * Ȩɥɍɐɔɗɘɢ ɕɖɎ 100ÁC 

 
mmĮ/s (cSt) 

 
ASTM D 445 

 
14,0 ï 16, 0 

Viscosity at 40ÁC * Viskozititƃte pie 
40ÁC * Ȩɥɍɐɔɗɘɢ ɕɖɎ 40ÁC 

 
mmĮ/s (cSt) 

 
ASTM D 445 

 
 

Viscosity index * Viskozitƃtes indekss 
* ȮɓɊɋɐɗ ɈɥɍɐɔɗɘɎ 

 
(VI) 

 
ASTM D 2270 

 
92 

Flash point COC * Uzliesmoġanas 
temperatƸra atv. tiglƛ * ȸɋɒɕɋɖɆɘəɖɆ 

ɈɗɕɡɞɐɎ Ɉ ɔɘɐɖɡɘɔɒ ɘɎɉɑɋ  

 
ÁC 

 
ASTM D 92 

 
215 

Pour point * Sasalġanas temperatƸra 
* ȸɋɒɕɋɖɆɘəɖɆ ɍɆɗɘɡɈɆɓɎɥ 

 
ÁC 

 
ASTM D 97 

 
-6 

Density at 15ÁC *Blƛvums pie 15ÁC * 
ȵɑɔɘɓɔɗɘɢ ɕɖɎ 15ÁC 

 
g/cmį 

 
ASTM D 4052 

 
0, 905 

Sulphated ash * Sulfƃta pelni * 
ȭɔɑɢɓɔɗɘɢ ɗəɑɢɚɆɘɓɆɥ 

 
% weight, 

max 

 
ASTM D 874 

 
1, 5 

Mass fraction of active elements*  
Aktƛvo elementu saturs* 

ȷɔɊɋɖɌɆɓɎɋ ɆɐɘɎɈɓɡɛ ɣɑɋɒɋɓɘɔɈ* 
 Ca/Zn/P 

 
    %, min 

 
ASTM D 6481 

 
0, 28/0, 045/0, 04 

 
T.B.N.  (Total Base Number)* Sƃrma 

skaitlis* ȿɋɑɔɝɓɔɋ ɝɎɗɑɔ 
 

 
mg KOH/g, 

min  

 
ASTM D 2896 

 
50, 0 



 
 
 
 
 
 

Technical passport  * Tehniskā pase * Технический паспорт 
 
 
 

Magnum HYDROIL 32 
 
High quality petroleum based hydraulic oil with excellent corrosion and oxidation 
protection suitable for hydraulic or circulating systems. 
 
Augstas kvalitƃtes hidrauliskƃ eƦƦa ar lieliskƃm pretkorozijas un pretoksidƃcijas 
ƛpaġƛbƃm paredzƉta izmantoġanai hidrauliskƃs un cirkulƃciju sistƉmƃs. 
 
ȩɎɊɖɆɈɑɎɝɋɗɐɔɋ ɒɆɗɑɔ Ɉɡɗɔɐɔɉɔ ɐɆɝɋɗɘɈɆ ɗ ɕɖɋɈɔɗɛɔɊɓɡɒɎ ɆɓɘɎɐɔɖɖɔɍɎɔɓɓɡɒɎ Ɏ 
ɆɓɘɎɔɐɎɗɑɎɘɋɑɢɓɡɒɎ ɗɈɔɏɗɘɈɆɒɎ ɕɖɋɊɓɆɍɓɆɝɋɓɔ Ɋɑɥ ɎɗɕɔɑɢɍɔɈɆɓɎɥ Ɉ 
ɉɎɊɖɆɈɑɎɝɋɗɐɎɛ Ɏ ɜɎɖɐəɑɥɜɎɔɓɓɡɛ ɗɎɗɘɋɒɆɛ. 
 
Approvals * Atbilstƛbas * ȪɔɕəɗɐɎ 
ISO VG-32                                                                              
�'�,�1�������������������+�/�3�� �������������������������������������������������������������������������������� ��
          ��
  

 
Packing * Iepakojums * ȹɕɆɐɔɈɐɆ : 20L, 200L 
 
 
 
 
 
 

Magnum HYDROIL is a product of the UNITED OILS LLC 
Magnum HYDROIL ir produkts no UNITED OILS SIA  

Magnum HYDROIL ɕɖɔɊəɐɘ ɐɔɒɕɆɓɎɎ UNITED OILS OOO 
 

 
e-mail: office@oils.lv                             phone +37167627447                                    fax +37167860144                  http://www.unitedoils.lv 
 

 

Typical Data * Tipiskie dati * 
ȸɎɕɔɈɡɋ ɊɆɓɓɡɋ 

Units * 
Vienƛbas *  
ȫɊɎɓɎɜɡ 

Method * Metode * 
ȲɋɘɔɊ 

Magnum 
HYDROIL 

Density at 15ÁC *Blƛvums pie 15ÁC * 
ȵɑɔɘɓɔɗɘɢ ɕɖɎ 15ÁC 

 
g/cmį 

 
ASTM D 4052 

 
0,878 

Viscosity at 100ÁC * Viskozititƃte pie 
100ÁC * Ȩɥɍɐɔɗɘɢ ɕɖɎ 100ÁC 

 
mmĮ/s (cSt) 

 
ASTM D 445 

 
5,4 

Viscosity index * Viskozitƃtes indekss 
* ȮɓɊɋɐɗ ɈɥɍɐɔɗɘɎ 

 
(VI) 

 
ASTM D 2270 

 
104 

Flash point COC * Uzliesmoġanas 
temperatƸra atv. tiglƛ * ȸɋɒɕɋɖɆɘəɖɆ 

ɈɗɕɡɞɐɎ Ɉ ɔɘɐɖɡɘɔɒ ɘɎɉɑɋ  

 
ÁC 

 
ASTM D 92 

 
215 

Pour point * Sasalġanas temperatƸra 
* ȸɋɒɕɋɖɆɘəɖɆ ɍɆɗɘɡɈɆɓɎɥ 

 
ÁC 

 
ASTM D 97 

 
-24 

Copper corrosion,3h at 100ÁC * 
Korozija uz vara,3st pie 100ÁC * 

ȰɔɖɖɔɍɎɥ ɓɆ ɒɋɊɎ,3ɝ ɕɖɎ 100ÁC 

  
ASTM D 130 

 
1 b 



 
 
 
 
 
 

Technical passport  * Tehniskā pase * Технический паспорт 
 
 
 

Magnum HYDROIL 46  
 
High quality petroleum based hydraulic oil with excellent corrosion and oxidation 
protection suitable for hydraulic or circulating systems. 
 
Augstas kvalitƃtes hidrauliskƃ eƦƦa ar lieliskƃm pretkorozijas un pretoksidƃcijas 
ƛpaġƛbƃm paredzƉta izmantoġanai hidrauliskƃs un cirkulƃciju sistƉmƃs. 
 
ȩɎɊɖɆɈɑɎɝɋɗɐɔɋ ɒɆɗɑɔ Ɉɡɗɔɐɔɉɔ ɐɆɝɋɗɘɈɆ ɗ ɕɖɋɈɔɗɛɔɊɓɡɒɎ ɆɓɘɎɐɔɖɖɔɍɎɔɓɓɡɒɎ Ɏ 
ɆɓɘɎɔɐɎɗɑɎɘɋɑɢɓɡɒɎ ɗɈɔɏɗɘɈɆɒɎ ɕɖɋɊɓɆɍɓɆɝɋɓɔ Ɋɑɥ ɎɗɕɔɑɢɍɔɈɆɓɎɥ Ɉ 
ɉɎɊɖɆɈɑɎɝɋɗɐɎɛ Ɏ ɜɎɖɐəɑɥɜɎɔɓɓɡɛ ɗɎɗɘɋɒɆɛ. 
 
Approvals * Atbilstƛbas * ȪɔɕəɗɐɎ 
ISO VG-46                                                                              
�'�,�1�������������������+�/�3���� �������������������������������������������������������������������������������� ��
          ��
  

 
Packing * Iepakojums * ȹɕɆɐɔɈɐɆ : 20L, 200L 
 
 
 
 
 
 

Magnum HYDROIL is a product of the UNITED OILS LLC 
Magnum HYDROIL ir produkts no UNITED OILS SIA  

Magnum HYDROIL ɕɖɔɊəɐɘ ɐɔɒɕɆɓɎɎ UNITED OILS OOO 
 

 
e-mail: office@oils.lv                             phone +37167627447                                    fax +37167860144                  http://www.unitedoils.lv 
 
 

Typical Data * Tipiskie dati * 
ȸɎɕɔɈɡɋ ɊɆɓɓɡɋ 

Units * 
Vienƛbas *  
ȫɊɎɓɎɜɡ 

Method * Metode * 
ȲɋɘɔɊ 

Magnum 
HYDROIL 

Density at 15ÁC *Blƛvums pie 15ÁC * 
ȵɑɔɘɓɔɗɘɢ ɕɖɎ 15ÁC 

 
g/cmį 

 
ASTM D 4052 

 
0,882 

Viscosity at 100ÁC * Viskozititƃte pie 
100ÁC * Ȩɥɍɐɔɗɘɢ ɕɖɎ 100ÁC 

 
mmĮ/s (cSt) 

 
ASTM D 445 

 
6,8 

Viscosity index * Viskozitƃtes indekss 
* ȮɓɊɋɐɗ ɈɥɍɐɔɗɘɎ 

 
(VI) 

 
ASTM D 2270 

 
98 

Flash point COC * Uzliesmoġanas 
temperatƸra atv. tiglƛ * ȸɋɒɕɋɖɆɘəɖɆ 

ɈɗɕɡɞɐɎ Ɉ ɔɘɐɖɡɘɔɒ ɘɎɉɑɋ  

 
ÁC 

 
ASTM D 92 

 
220 

Pour point * Sasalġanas temperatƸra 
* ȸɋɒɕɋɖɆɘəɖɆ ɍɆɗɘɡɈɆɓɎɥ 

 
ÁC 

 
ASTM D 97 

 
-26 

Copper corrosion,3h at 100ÁC * 
Korozija uz vara,3st pie 100ÁC * 

ȰɔɖɖɔɍɎɥ ɓɆ ɒɋɊɎ,3ɝ ɕɖɎ 100ÁC 

  
ASTM D 130 

 
1 b 



 
 
 
 
 

Technical passport  * Tehniskā pase * Технический паспорт 
 
 

Magnum HYDRO HVLP 46  
 
High quality petroleum based hydraulic oil with excellent corrosion and oxidation 
protection improved by complex of highly effective additives. Suitable for hydraulic or 
circulating systems. High viscosity index allows to use hydraulic oil at extreme 
conditions in a wide temperature range. 
 
Augstas kvalitƃtes hidrauliskƃ eƦƦa ar lieliskƃm pretkorozijas un pretoksidƃcijas 
ƛpaġƛbƃm uzlabotƃ ar augsti efektƛvu piedevu kompleksu. ParedzƉta izmantoġanai 
hidrauliskƃs un cirkulƃciju sistƉmƃs. Augsts viskozitƃtes indekss atƦauj izmantot 
hidraulisko eƦƦu pie ekstremƃlƃm slodzƉm plaġƃ temperatƸru diapazonƃ.  
 
ȩɎɊɖɆɈɑɎɝɋɗɐɔɋ ɒɆɗɑɔ Ɉɡɗɔɐɔɉɔ ɐɆɝɋɗɘɈɆ ɗ ɕɖɋɈɔɗɛɔɊɓɡɒɎ ɆɓɘɎɐɔɖɖɔɍɎɔɓɓɡɒɎ Ɏ 
ɆɓɘɎɔɐɎɗɑɎɘɋɑɢɓɡɒɎ ɗɈɔɏɗɘɈɆɒɎ ɔɇɔɉɆɟɦɓɓɔɋ ɐɔɒɕɑɋɐɗɔɒ ɈɡɗɔɐɔɣɚɚɋɐɘɎɈɓɡɛ 
ɕɖɎɗɆɊɔɐ. ȵɖɋɊɓɆɍɓɆɝɋɓɔ Ɋɑɥ ɎɗɕɔɑɢɍɔɈɆɓɎɥ Ɉ ɉɎɊɖɆɈɑɎɝɋɗɐɎɛ Ɏ 
ɜɎɖɐəɑɥɜɎɔɓɓɡɛ ɗɎɗɘɋɒɆɛ. ȨɡɗɔɐɎɏ ɎɓɊɋɐɗ ɈɥɍɐɔɗɘɎ ɕɔɍɈɔɑɥɋɘ ɎɗɕɔɑɢɍɔɈɆɘɢ 
ɉɎɊɖɆɈɑɎɝɋɗɐɔɋ ɒɆɗɑɔ ɕɖɎ ɣɐɗɘɖɋɒɆɑɢɓɡɛ ɓɆɉɖəɍɐɆɛ Ɉ ɞɎɖɔɐɔɒ ɘɋɒɕɋɖɆɘəɖɓɔɒ 
ɊɎɆɕɆɍɔɓɋ. 
 
Approvals * Atbilstƛbas * ȪɔɕəɗɐɎ 
 
ISO VG-46                     AFNOR NF E 48-603 HV                                                                       
�'�,�1�������������������+�9�/�3������������������Sperry Vickers I-286-S / M-2950-S  

�� �������������������������������������������������������������������������������� ��
Packing * Iepakojums * ȹɕɆɐɔɈɐɆ : 200L 
 
 
 

Magnum HYDRO HVLP 46 is a product of the UNITED OILS LLC 
Magnum HYDRO HVLP 46 ir produkts no UNITED OILS SIA  

Magnum HYDRO HVLP 46 ɕɖɔɊəɐɘ ɐɔɒɕɆɓɎɎ UNITED OILS OOO 
 

 
e-mail: office@oils.lv                             phone +37167627447                                    fax +37167860144                  http://www.unitedoils.lv 

Typical Data * Tipiskie dati * 
ȸɎɕɔɈɡɋ ɊɆɓɓɡɋ 

Units * 
Vienƛbas *  
ȫɊɎɓɎɜɡ 

Method * Metode * 
ȲɋɘɔɊ 

Magnum 
HYDROIL 

Density at 15ÁC *Blƛvums pie 15ÁC * 
ȵɑɔɘɓɔɗɘɢ ɕɖɎ 15ÁC 

 
g/cmį 

 
ASTM D 4052 

 
0,876 

Viscosity at 100ÁC * Viskozititƃte pie 
100ÁC * Ȩɥɍɐɔɗɘɢ ɕɖɎ 100ÁC 

 
mmĮ/s (cSt) 

 
ASTM D 445 

 
8,8 

Viscosity index * Viskozitƃtes indekss 
* ȮɓɊɋɐɗ ɈɥɍɐɔɗɘɎ 

 
(VI) 

 
ASTM D 2270 

 
175 

Flash point COC * Uzliesmoġanas 
temperatƸra atv. tiglƛ * ȸɋɒɕɋɖɆɘəɖɆ 

ɈɗɕɡɞɐɎ Ɉ ɔɘɐɖɡɘɔɒ ɘɎɉɑɋ  

 
ÁC 

 
ASTM D 92 

 
200 

Pour point * Sasalġanas temperatƸra 
* ȸɋɒɕɋɖɆɘəɖɆ ɍɆɗɘɡɈɆɓɎɥ 

 
ÁC 

 
ASTM D 97 

 
-40 

Copper corrosion,3h at 100ÁC * 
Korozija uz vara,3st pie 100ÁC * 

ȰɔɖɖɔɍɎɥ ɓɆ ɒɋɊɎ,3ɝ ɕɖɎ 100ÁC 

  
ASTM D 130 

 
1 b 


